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equal extent over the bar, and by screwing down the cap till the light disappears, the thickness of the paper will be measured by the angle turned
through.
The construction of this barometer, the first of its kind, was undertaken
by Mr Foster, who has produced a very beautiful instrument by which direct reading can be taken to the ten-thousandth of an inch. The mercury having been re-evaporated for the purpose, in an apparatus belonging to Dr Schuster, by his assistant, Mr S. Stanton.
This barometer could be used as a pressure gauge for pressure up to 34 inches and down to 26 inches, and by connecting the mouthpiece with a receiver hi connection with a mercury or water syphon gauge, with the other limb open to the atmosphere, the differences of reading of the barometer for different pressures in the receiver can be readily compared with the corresponding differences in the syphon gauge, and by such comparisons, taken at intervals till the mercury reaches the closing in of the tube, a test is obtained as to the absence of anything but mercury vapour above the mercury.
When the barometer is in connection with the vapour chamber in which the thermometer is immersed, the passage of moisture back into the barometer is prevented by connecting the tube by a branch with an air receiver, in which the pressure is maintained higher than that in the vapour chamber; the branch pipe communicating with the chamber through a piece of quarter-inch glass pipe, 3 inches long, plugged as tightly as possible throughout its length with cotton-wool, through which the air has to pass from the receiver into the vapour chamber. In this way, an indefinitely slow current of clean dry air can be maintained into the passage from the vapour chamber to the valve which controls the exit of the steam into the atmosphere, so that the air does not enter the vapour chamber in which the thermometers are, but directly passes out with the overflow steam.
There is necessarily some resistance to the air passing along the pipe to the vapour chamber, but this could easily be tested by removing the pipe from the vapour chamber, and leaving it open to the atmosphere, so that the barometer would adjust itself to that of the atmosphere, plus the pressure due to the resistance of the current in the pipe; then, stopping the current by closing the branch pipe, and reading again, the difference would give the pressure due to the current. With the plug as described this was so small as to be negligible, even when the pressure in the receiver was two atmospheres. As during the testing of the thermometers the pressure in the vapour chamber was generally greater than that of the